Electrical Accessories Selection Guide

Use this guide to select the electrical accessories you require and to confirm that they are suitable for use with your chosen windlass or capstan unit.
After identifying your winch, follow steps 1 through 5 below. See also additional information on page 332. Note: For 48 VDC applications please contact your Maxwell dealer.

1. Select Solenoid (when required)

o Anchor HRCFF RC RC RC HRC HRC RC RC RC w w
Windlass Model Max 500VC 6/7/8 RC6 | RC8-6 8-8 10-8 | 10-10 | 10-8 | 10-10 | 12-10 | 12-12 | 124D | 108 | 10-10 1000 | 1500 | 2500 | 3500 | TASMAN
Part Number 500W | 600W | 600W | 500W [ 600W | 1000W [ 1000W | 1200W | 1000W | 1200W | 1200W | 1200W | 2000W | 1000W | 1200W [ 1000W | 1200W | 1200W | 1200W | 1000W
Reversing Solenoids
SP5102 Reversing Solenoid 12 VDC (*) (®) ()
SP5103 Reversing Solenoid 24 VDC (*) (®) (°)
SP5104 Reversing Solenoid 12 VDC ©) ©) Q) ©) Q) Q) ) © ) ©) ©) ©) Q) ©)
SP5105 Reversing Solenoid 24 VDC (°) (°) (%) (°) (%) (%) Q) Q) Q) () Q) (°) () (¢
SP5107 Reversing Solenoid 24 VDC (*)
Single Direction Solenoids
SP1398 Single Direction 12 VDO S = Single Direction Solenoid may be used with windlass if dual direction operation is not required
SP1394 | Single Direction 24 VDG . . d Y y e
Brackets .
(®) = part of the standard 12 VDC or 24 VDC windlass package * = optional extra
2. Select Circuit Breaker/Isolator (recommended)
S Anchor HRCFF RC RC1 RC HRC HRC RC RC RC vw vw
Circuit Breaker max | 500VC | g/7/ | RC6 | RC86 | oo | 0.8 | 10-10 | 10-8 | 10-10 | 12-10 | 12-12 | 12HD | 10-8 | 10-10 | 1000 | 1500 | 2500 | 3500 | TASMAN
P100789 40 Amp circuit breaker 24VDC |24 VDC | 24VDC |24 VDC | 24 VDC
P102903 70 Amp circuit breaker 12VDC | 12VDC
P100790 80 Amp circuit breaker 12VDC| 12VDC 12VDC | 24 VDC | 24 VDC | 24 VDC [ 24 VDC | 24 VDC | 24 VDC | 24 VDC 24\VDC | 24 VDC [ 24 VDC | 24 VDC | 24 VDC | 24 VDC | 24 VDC
P100791 135 Amp circuit breaker 12VDC | 12VDC|12VDC| 12 VDC [ 12 VDC | 12VDC|12VDC |24 VDC [ 12VDC | 12VDC | 12VDC| 12VDC | 12VDC | 12 VDC | 12 VDC
3. Select Switch or Combination of Switches (as required)
. Anchor HRCFF RC RC RC HRC HRC RC RC RC w vw
Foot Switches Max | 200VC | ‘Gr7g | RCB | RG8-6 | oo 0% | 10-10 | 10-8 | 10-10 | 1210 | 12-12 | 12HD | 10-8 | 10-10 | 1000 | 1500 | 2500 | 3500 | TASMAN
Foot Switch With Chrome . N N . N N . N N . N . . N . . N . . N
P19001 Bezel
P19006 Foot Switch Covered (Black) o o o o o o o o o o o o o o o o o o o o
P19007 Foot Switch Covered (White) . . . 3 3 . 3 . . . . . . . . . . . . .
P19008 Foot Switch Plastic Bezel (%) o o o o o o o o o o o o o o o o o o o
Foot Switch Covered (Stain- . o o . o o . o o . o . . o . . o . . o
100735 less Steel)
Compact Foot Switches
P104809 Foot Switch Covered (White) . . . 3 3 3 3 . . . . . . . . . . .
P104810 Foot Switch Covered (Black) o o o o o o o o o o o o o o o o o o
Remote Panel (Up/Down)
P102938 Toggle Switch . . . . . . . . . . . . . . . . . .
P102983 Push Button . . . . . . . . . . . . . . . . . .
Hand Held Wired Roving
Control
AA320 Roving Control Two . N N . N N . N N . N . . N . . N .
P102992 Button
AA342 Roving Control Two . . . . . . . . . . . . . . . . . .
P102995 Button
4. Select Rode Counters (when desired)
AA150 Panel Mount Rode
P102939 Counter Without Control o . 3 3 . 3 3 . 3 3 . 3 . . 3 . . 3
Switch
AA730 Wired Roving Control o o . . o . . o . . o . o o . o o .
Pl with Rode Counter

* HRC sensor P102909 is required to fit a chain counter to the HRCFF6 and HRCFF8 windlasses

5. Select Sensor Cable Extension Packs for Rode Counters or Switches with Rode Counters (as required)

SPa154 2m (6.5 ft) Dual Installation . . . . . . . . . . . . . . . . . .
Connection cable

SP4156 6.5m (21 fi) 5 o o 5 o o 5 o o 5 o 5 5 o 5 5 o 5

SP4157 15m (49 ft) . o o . o o . o o . o . . o . . o .

SP4153 20 m (65 ft) 5 o o 5 o o 5 o o 5 o 5 5 o 5 5 o 5

SP4155 Dual Instalation “T” Connector . . 3 . . . . . . . . . . . . . . .

SPA192 S:rqsdoerr éﬁ‘gg’r (to join two o o o o o o o o o o o o o o o o o o
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